Ice Guardian UPDATE January 2025 - Upgraded Power Supply

Up to the end of 2024, we had been developing an improved electronic Ice Guardian unit, which was scheduled for an official launch this autumn 2025,
The new unit features a revised design with 6x AA industrial battery cells, replacing the SQ rubber bung style used in the 2020-2024 model.

Key improvements include:
+ 6xIndustrial-grade AA Battery Cells
+ Increased power supply of 9V (compared to 4.5V in the previous SQ Bung model)
+ End-users can source their own replacement AA batteries, reducing ongoing costs

Due to recent unprecedented demand, our stock of the current SQ Rubber Bung model has been depleted much sooner than anticipated. As production of the new
AA Battery model had already been approved— resulting in the discontinuation of the SQ Bung version—we are accelerating manufacture and dispatch of the new
2025 model to meet orders for this current winter season.

Therefore, any future orders received for any style of Ice Guardian sign will be supplied as the “Pre-Launch” 2025 version, featuring the enhanced 6x AA battery design.
A key benefit for the end user is the ability to source replacement AA batteries independently, offering a more cost-effective solution.

Please see below for comparison of changes between models :

2020 - 2024 model - SQ Bung Battery TEST MODE Instructions
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IMPORTANT: PLEASE READ BEFORE INSTALLING.

THE ICE GUARDIAN UNIT IS ALREADY SWITCHED OM FOR YOUR CONVENIEMCE.
THERE IS5 NO NEED TO REMOVE THE BATTERY ON ANY NEWLY PURCHASED SIGN
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Only follow the below instructions to place the unit in TEST MODE or for a battery change.

For signs used in o previous winter season it is advised to perform an annwal re-set before winter returns; as the baﬂary Lifes
rubber seal may expand and contract during fluctuating summer temperatures.
Please remave the battery pack and re-insert to activate the test mode.

1. Remove from packaging.

2. Carefully prise rear rubber seal from back of casing. PLEASE MOTE the rubber sealed battery
unit fits tightly into rear of the unit and can only be removed by lifting one edge of the battery
seal as pictured below.

3. When replacing the battery back into the unit please ensure that the contact holes of the
battery cell will make contact with the electrode pins inside the unit by placing this edge of

NEW 2025 > model - AA Industrial Type Battery TEST MODE Instructions

Operating Instructions. W
IMPORTANT: PLEASE READ BEFORE INSTALLING.

THE ICE GUARDIAN UNIT IS ALREADY SWITCHED ON FOR YOUR CONVEMIENCE.
THERE I5 NO NEED TO REMOVE THE BATTERIES ON ANY NEWLY PURCHASED 51GN

Only follow the below instructions to place the unit in TEST MODE or for a battery change.
For signs used in o previous winter season it is advised to perform an anneal re-set before winder retums.

1. Using a 2.5mm Allen Key\Hex Bit (notf supplied) loosen the 4x allen socket hex-head screws until the
steel backplate can be removed from the unit.

2. Remove the middle AA Battery from both of the battery banks.

3, Wit for upto 20 seconds before replacing the AA batteries back into the Lnit.




